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TIMING KIT  
SUITABLE FOR 

 

1.4 1.6 16v  1.8 16v  2.0 16v 

 
 

RENAULT 
engines 

 
 

      Engines produced after  4/’98 

     
 

MODEL ENGINES 

Clio 
Clio sport 

1.4 – 116v 

2.6.0 16v 

Megane 1.4 – 1.6 16v 
2.0 16v 

Scénic 1.4 – 1.6 16v 
2.0 16v 

Laguna 1.6 16v – 1.8 16v 
2.0 16v 

Espace 2.0 16v 

 
 
 
 
 
 
 

 
 
 

 

 Insert the TDC pin for the timing of the 
crankshaft (ref. 3) and rotating the engine 
again until the grooves of the camshafts are 
exactly horizontal (out of the axle, 
downwards). 

 Place the locker of the camshaft (ref. 4) 
at the back. Remove the crankshaft 
pulley, the timing belt guard, the roller of 

the tensioner and the timing belt.. 

Application 

 

Engines’ codes: K4J 712/713/750, K4M 

700/701/720/724/748,F4P 760, F4R 

700/701/730/740/741/744/780 

 

 

  1.8 16V – 2.0 16V RENAULT TIMING INSTRUCTIONS 

TIMING BELT REPLACEMENT 

 

 Rotate the roller of the tensioner clockwise 
and fix it /ref.1) and remove the timing belt.  

 Disconnect all the connectors of the air 
pressure sensor, the potentiometer, the 
electric wires on the timing belt guard and 
the fuel hoses. 

 Remove the retaining plug of camshafts and 
the plug of TDC pin (ref. 2). 

 Positioning the grooves of the camshafts 
almost horizontally, rotating the engine 
clockwise.  
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5 - Tensioner 

6 – Drive pulley 



 
 
 
 
 
 
 
 
 
 
 
 
 

 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
 

Application 

Crankshafts pulleys lockup 

1.4 - 1.6 16v RENAULT 

 TIMING INSTRUCTIONS 

Brand Engine Year 

Renault 1.4 - 1.6 16v    gasoline From  ‘99 

 

  DISMOUNTING 

 

 Remove the blind plugs from the rear side of the 
camshafts 

 Remove the blind plug form the cylinders clock      (1) 

 Rotate the crankshaft clockwise in the TDC position. 
The grooves have to be align to the camshafts (3). 

 Insert the timing pin in the cylinders block and in the 
crankshaft (4). Beware, the pin do not have to be 
inserted into the balance hole of the crankshaft (5). 

 Mount the  locking tool on the rear side of the 
camshafts (6). 

 Lock the flywheel and loosen the bolt of the crankshaft 
pulley (2).  

 Remove the bolt of the crankshaft pulley (2), the 
crankshaft pulley (7), the timing belt guar (8-9) and 
loosen the tensioner bolt (10). 

 After the detachment of the tensioner pulley from the 
timing belt, remove the tensioner bolt (10), the 
tensioner pulley (11), the drive pulley (12) and the 
timing belt.  

 

Beware: DO NOT remove the crankshaft sprocket. 

 

 



 
MOUNTING 

 Place properly the timing pin into the crankshaft (4). Align the grooves to the camshafts (3) and 

mount the locking tool correctly (6). Install a new drive pulley (12) and tighten the bolt  at  45 [Nm]. 

  Install a new belt tensioner pulley (11) and tighten the bolt provisionally at  7 [Nm], the rear pulley’s 

slat has to be inserted in the head’s notch. 

 After having removed, degreased and remounted the sprocket, install the timing belt, starting to the 

sprocket and mounting it anti-clockwise. Ascertain that the timing belt is stretched properly on the 

side not stretched.  

 Grease and mount the crankshaft pulley. Screw provisionally ,but not tight, the clamp bolt, that does not 
have to exceed 49.1 [mm. 

 Loosen the belt tensioner bolt (10) and rotate the belt tensioner pulley clockwise till the mobile gauge 
reaches the right checkpoint. The mobile gauge should be about 7 – 8 [mm] after the fixed gauge (16). 

 After having screwed provisionally the belt tensioner bolt, lock the flywheel and tighten temporarily the 
bolt of the crankshaft pulley. 

 Mark the points  on the crankshaft and on the head as indicated in the figure 16. 

 Remove the timing pin, the locking tool. Lock the flywheel and tighten the bolt of the crankshaft pulley 
about at 100° – 130°. 

 Now the timing notches have to be align, turn the crankshaft twice clockwise from the TDI position. 

 Control that the locking tool of the camshaft can be inserted easily.  Insert the timing pin in the cylinders 
block and in the crankshaft. 

 The belt tensioner’s notches (13-14) have to be aligned. Tighten the belt tensioner at 28 [Nm], remove 
the timing pin (4) and remount the blind plug. 

 Install new blind plugs on the rear side of the camshafts. 
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