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COMPONENTS 

2 

3 
5 

7 APPLICATION 

Special kit suitable for repairing glow plugs M9 

threaded seats. 

 

8 

1 772 003 006 N° 6 M12 – M9 threaded inserts 

2 772 003 008 Special M9 mounting tool 

3 772 003 009 M12 x1 male 

4 772 003 010 M9 x 1 male 

5 772 003 011 Ø 11 drill bit 

6 772 004 001 N° 6 M10 – M8X1 threaded inserts 

7 772 004 002 Special M8X1 mounting tool 

8 772 004 003 M8 x 1 male 

9 772 004 004 N° 6 M12 – M10X1 threaded inserts 

10 772 004 005 Special M10X1 mounting tool 

11 772 004 006 M10 x 1 Male 

12 772 004 007 
N° 6 M12 – M10X1.25 threaded 

inserts 

13 772 004 008 Special M10X1.25 mounting tool 

14 772 004 009 M10 x 1.25 Male 

15 772 004 010 
N° 6 M14 – M12X1.25 threaded 

inserts x SPARK PLUGS 

16 772 004 011 
N° 6 M14 – M12X1.25 threaded 

inserts x GLOW PLUGS 

17 772 004 012 Special M12X1.25 mounting tool 

18 772 004 013 M14 x 1 Male 

19 772 004 014 M12 x 1.25 Male 

20 772 004 015 Ø 13 Drill bit 

21 772 004 016 
N° 6 M16 – M14X1.25 threaded 

inserts x  SPARK PLUGS 

22 772 004 017 Special M14X1.25 mounting tool 

23 772 004 018 M16 x 1 Male 

24 772 004 019 M14 x 1.25 Male 

25 772 004 020 Ø 15 Drill bit 

26 772 004 021 Ø 9 Drill bit 
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 After the removal of the glow plugs, verify their seats. 

N.B. During drilling and tapping operations use grease in order to keep working residues. 

 If the thread is not so damaged, use the M9 male with a ratchet wrench to repair the thread and mount the 

glow plug (im.1). 

 Otherwise if the thread cannot be repaired, use the 11 mm drill supplied with a ratchet wrench to drill the M9 

tapped hole of the glow plug seat (im.2). 

 Now use the suitable male supplied, always utilizing a ratchet wrench, in order to rebuild the threaded seat 

(im.3). 

 Take a special mounting tool accordgly to the needs and screw one of the threaded inserts supplied (im.4). 

 Mount the insert on the thread created in the glow plugs seat (im.5). 

Screw the insert orthogonally to the seat carefully. 

 Keep on screwing till the insert is in touch with the seat completely (im.6). 

 

INSTRUCTION 
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