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1. ZADANIE HESLA
Existuju dva spdsoby aktivacie zariadenia:

e Zadajte heslo priamo do zariadenia
e Zadajte heslo prostrednictvom aktualizacného program PC so
zariadenim pripojenym k PC.

Krok | Obrazok displeja Popis
1 Zvolte volbu “NASTAVENIA” (=SETUP) =z
hlavného menu.
2 5'3‘|_tf-‘f' EHE Zvolte “HESLO” (=PASSWORD).
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3 Zadajte heslo pre aktivaciu softvéru. Zaroven

zadanie uvolni objednané funkcie. Heslo
obsahuje datum expiracie ktorym je datum
aktivacie plus jeden rok.

2. Verzia Softvéru

Krok

Obrazok displeja

Popis

1

Zvolte “NASTAVENIA” =SETUP z hlavného
menu
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\ Softvérova verzia — informacie a aktivacia
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Hlavné zobrazované informacie:

e Fw verzia Zobrazované v prvom riadku. Zobrazuje verziu uzivatelského
rozhrania.

e DB verzia. Zobrazuje verziu databazy dostupnu v zariadeni.

e DB Auoriz. Zobrazuje verziu databazy aktivovanu v zariadeni

o Datum expiracie Zobrazuje datum expiracie predplatného.

e Sériové Cislo je sériové Cislo zariadenia.

3. PC Softvér & Instalacia ovladacov

Pred instalaciou nového softvéru prosim odinstalujte staru
verziu.




Pred instalaciou nového softvéru sa prosim uistite ze mate
opravnenia “administrator” vo vasom pocitaci.

KROK Obrazok displeja Popis kokov

41 | Vlozte CD-ROM do PC.
InStalacia Softvéru sa zacne
automaticky (Ak je toto
dovolené)

Ak sa inStalacia nespusti,
postupujte nasledovne:

B e Kliknite na Pogita& na
pracovnej ploche, alebo
v menu Start

e CD-ROM/DVD jednotka

e Dvoijité kliknutie na
nastavenia

2 [ Select Setup Language @1 ZVOI’te Jazyk pre Inéta|éCIU

Select the language to use during the installation:

|Engish v

oK || cancel |




@ Setup - Magneti Marelli Flex

License
Please read the following important information before continuing

Flease read the following License Agreement. You must accept the terms of this
agreement before continuing with the installation

LICENSE CONTRACT WITH THE FINAL USER -

IMPORTANT - READ CAREFULLY: This License contract with the final user
("Contract) is an agreement between the user (individual person or corporate body)
and The maker for the above indicated software product by The maker ("Product”),
including the computer software, and can include related storing supports, printed
material and ondine or electronic documentation. Forthis Product an addendum ora
change to this Contract can be possible. INSTALLATION, COPY OR USEQOF THE
FRODUCT BIND THE USER TO THE PROVISIONS OF THIS CONTRACT.

SHOULD THE USER REFUSE THE TERMS AND CONDITIONS OF THIS
CONTRACT HE/SHE WILL NOT BE AUTHORISED TO INSTALL, COPY OR USE ~

@ | accept the agreement

() 1 do not accept the agreement

<Back | MNed> | [ Caneel |

Precitajte si pozorne “Suhlas s
podmienkami”. Ak suhlasite,
prosim zvolte “Suhlasim”.
Volbou “Nesuhlasim” sa
softvér nenainstaluje.
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ﬁ! Setup - Magneti Marelli Flex

Select Destination Location
Where should Magneti Marelli Flex be installed?

| Setup will install Magneti Marelli Flex into the following folder.

To continue, click Mext. f you would like to select a different folder, click Browse

Browse...

At least 2,758 8 MB of free disk space is required

<Back || Ne> | [ Caned |

Zvolte inStalacny adresar.

Postupujte podla pokynov
zobrazovanych na displeji. Na
konci inStalacie je potrebny
restart PC.

Po restarte PC skontrolujte ze
mate:

e Novu ikonu na ploche
pre softver TPMS
Manazéra.

e Novy adresar s
programom TPMS
manazer.




Aby ste predisli problémom pocas instalacie, je odporuéané
aby ste po dobu instalacie deaktivovali Firewall a antivirovy
softvér.

4. Nastavenie jazyka v softvéri TPMS MANAZER

Krok | Obrazok displeja Popis

1 TPM Manager 2.30 . _— - " u

@ .
| Spustite TPMS
manazér kliknutim na
ikonu na pracovnej

ploche.

Po spusteni programu
kliknite na ikonu vlajky v
pravom hornom rohu
obrazovky programu.

Zvolte si svoj jazyk
volbou vlajky
prisluchajucej k danej
jazykovej verzii.




5. USB Nastavenia

Vnutorna

batéria
prostrednictvom USB pripojenia s PC.

zariadenia

TPMII sa

nenabija

6. USB instalacia
USB ovladac€ je inStalovany automaticky poc€as instalacnej procedury . V
pripade zlyhania pocas instalaénej procedury, prosim pozrite si NUDZOVA

INSTALACIA USB pre Windows 7.

KROK

Obrazok displeja

Popis

TPM Manager230

Spustite TPM
Manazéra kliknutim
na ikonu na pracovnej
ploche, nasledovne
kliknite na ikonu
Nastavenia.

Pripojte TPMII
zariadenie k PC
pomocou USB kabla.
Zariadenie sa
automaticky zapne.




2 B TR Zvolte ikonu “hladaj
o e ew || zariadenie”, alebo
B stlacte F3. Ak hladate
L — "] ) pomocou USB
. - pripojenia, uistite sa
m — M Zze moznost “Pouzi
= = —— — Bluetooth” zostane

nezakliknuta. Softver
automaticky zacCne
hladat COM port ku
ktorému je TPMII
pripojena. Softver
nastavi najdeny port
automaticky v
konfiguracii.

3 Opustite Nastavenia.

Aktualizacia zariadenia je mozna iba s USB pripojenim.

7. Aktualizacia softvéru

Aby ste mohli zaktualizovat’ zariadenie, potrebujete: po¢itac
so softvérom a instalovanym CD ROM. Internetové pripojenie
a heslo. Heslo ziskate od vasho distributora.

Heslo je prepojené so sériovym ¢islom vasho testera a
verziou databazy na ktori mate opravnenie.




Ak po zaktualizovani vasho testera zvolite automobil a zobrazi
sa sprava “Automobil nie je k dispozicii — Kontaktujte servis”,
to znamena ze ste pouzili meno a heslo pre starSiu
aktualizaciu. Kontaktujte vasho distributora pre ziskanie
spravneho hesla pre najnovsie vydanie.

1 TPM Manager 230 -— w E— [

2

Spustite softvéer TPMS
Manazér a kliknite na
ikonku F3

Kliknite na tlaCidlo F2
(stlaCte v strede) pre
spustenie program
aktualizacie.

Ewmoz 2.50
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Connect the tester with the USB cable. Select PC
Connection from the tester main menu

v,

B

Softvér  si  vyzZiadal
pripojenie TPMII
zariadenia k pocitacu

cez USB kabel.

Enter your password

|XXXXX-XXXXX-XXXXX-XXXXX-XXXXXXI
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B

Zadajte heslo a stlacte
“OK”.

Pockajte kym sa
dokon¢i aktualizacia

Update TPM0? 2.50 X

6

Verifing software updates...

Remaining time: Transfer rate:

Stlacte “OK” na konci
aktualizacie.

Update TPM02 2.50 LX)

Zatvorte program pre
aktualizaciu pre
ukoncenie procesu.

Aby ste mohli zaktualizovat’ tester, potrebujete pocéitac so

softvérom dodanom na CD-ROM, internetové pripojenie a

heslo. Heslo ziskate od vasho distributora.




Heslo je prepojené so sériovym Cislom vasho testera a verziou
databazy na ktoru mate opravnenie.

Ak po zaktualizovani vasho testera zvolite automobil a zobrazi sa
sprava “Automobil nie je k dispozicii — Kontaktujte servis”, to
znamena ze ste pouzili meno a heslo pre starSiu aktualizaciu.
Kontaktujte vasho distributora pre ziskanie spravneho hesla pre
najnovsie vydanie.

8. Hardvérové a softvérové poziadavky pre aktualizaciu/odoslanie udajov
do pocitaca.

Procesor: > Pentium 1.

Pevny Disk: > 2 GB (potrebné volné miesto 500MB)
Operacny systém: Windows 98SE alebo vyssi

128 MB RAM

USB porty 1.1 alebo vySSia verzia

Internetové pripojenie pre stiahnutie softvérovych aktualizacii
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