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kod: 007935016700 kod: 007935016710 kod: 007935016720 

MM-OD2 Oil suction and
drainage device with quantity
measurement 80 L
- Tank volume: 70 l
- Transparent tank volume: 10 l
- Sump volume: 20 l
- Set of probes for suctioning through
   a dipstick hole of different diameters 
- Inlet air pressure: 6-8 bar
- Vacuum: (MPA) 0-0.1
- Tank emptying pressure: 0.7-1 bar
- Oil temperature range : 40-80°C
- Dimensions of the device: 500x420x890
- Dimensions of the transparent tank: 270x270x470
- Dimensions of the sump: 470x470x230
- Weight: 29 kg
- oil extraction probe ø6x700mm nylon
- oil extraction probe ø8x700mm nylon
- oil extraction probe ø6x900mm nylon
- oil extraction probe ø8x900mm nylon
- oil extraction probe ø6x700mm copper
- oil extraction probe ø5x700mm copper 

MM-OD1 Oil suction and
drainage device with quantity
measurement 80 L 
- Vacuum (MPA) 0-0.1
- Inlet air pressure: 8-10 bar
- Tank volume: 80 l
- Set of probes for oil suctioning through
   a dipstick hole of different diameters 
- Suction capacity: 1.5-2 l/min
- Tank emptying pressure: 1-2 bar
- Oil temperature range : 40-80°C
- Oil sump volume: 15 l
- Dimensions of the device: 490*415*880 MM
- Dimensions of the sump: 470* 470* 230 MM
- Weight 25 kg
- oil extraction probe ø6x700mm nylon
- oil extraction probe ø8x700mm nylon
- oil extraction probe ø6x900mm nylon
- oil extraction probe ø8x900mm nylon
- oil extraction probe ø6x700mm copper
- oil extraction probe ø5x700mm copper 

MM-OD03
Oil suction device 80 L
- Vacuum (MPA) 0-0.1
- Inlet air pressure: 8-10 bar
- Tank volume: 80 l
- Suction capacity: 1.5-2 l/min
- Tank emptying pressure: 1-2 bar
- Oil temperature range: 40-80°C
- Dimensions: 500×420×890
- Weight: 18 kg
- oil extraction probe ø6x700mm nylon
- oil extraction probe ø8x700mm nylon
- oil extraction probe ø6x900mm nylon
- oil extraction probe ø8x900mm nylon
- oil extraction probe ø6x700mm copper
- oil extraction probe ø5x700mm copper 

kod: 007935016780 kod: 007935016790 

Manual oil pump
- Pump capacity 16 l/min
- Telescopic suction tube up
   to 1200 mm
- Intended for drum volumes
   of  60/200/220 l

kod: 007935016770 

Mobile oil distribution
kit for 180 – 200 l drums
- Pump capacity 5:1
- Filling gun with electronic
   measurement
- Hose: 4 m
- Winder for 15 m of cable

Frame for
mounting
drums with cables

kod: 007935016730 kod: 007935016745 kod: 007935016760 

Mobile oil distribution kit
- Pump capacity: 50:1,
- Suction tube: 940 mm
- Dispensing gun with
   a digital timer
- Hose: 1/2"x 4 m
- Set for drums: 180-200 kg 

Device for brake fluid
replacement BF-12
- Supply: compressed air
- Maximum tank pressure: 10 bar
- Working pressure: 0.7-3 bar
- Safety valve opens at 3 bar
- Tank volume: 6 l
- Hose: 5 m

MM TC-200 Device for
dynamic oil replacement
in automatic gearboxes
- Supply: AC220V/50HZ 350W
- Working pressure: 80~120PSI
- Intended for: Fuel/Diesel vehicles
- Dimensions.: 650*520*1160 mm
- Weight: 60 kg



www.mmwe.eu www.wyposazeniemm.pl

kod: 007935016800 kod: 007935016810 kod: 007935016820 

kod: 007935017080 kod: 007935017085 kod: 007935016830 

kod: 007935017095 kod: 007935017100 kod: 007935017090 

kod: 007935017110 kod: 007935017115 kod: 007935017105 

kod: 007935017125 kod: 007935017130 kod: 007935017120 

kod: 007935017140 kod: 007935017155 kod: 007935017135 

Oil hose for pump
4m 

MM-OD-07 Pneumatic grease
gun with a tank
- Inlet air pressure: 6-8 bar
- Outlet pressure: 300-400 bar
- Grease consumption rate: 400-600 g/min
- Cable diameter: ¼” x 4 m
- Tank volume: 13 kg
- Pump capacity: 50:1
- Dimensions: 370*350*850  mm
- Weight: 12 kg

MM OD-05 Oil draining device
- Tank volume: 80 l
- Tank emptying pressure: 1-2 bar
- Sump volume: 15 l
- Dimensions of the device:
   500x420x890
- Dimensions: 470x470x230
- Air inlet joint: 1 /4”
- Weight: 25 kg

Cable wound on 
 drum
- Intended for:
   compressed air
- Max. pressure: 20 bar
- Cross-section: 3/8”
- Cable length: 15 m

Cable wound on
a drum
- Intended for: oil
- Max. pressure: 138 bar
- Cross-section: ½”
- Cable length: 9 m

MM OD-04
Oil draining device 80 L
- Tank volume: 80 l
- Inlet air pressure: 8-10 bar
- Tank emptying pressure: 1-2 bar
- Sump volume: 15 l
- Dimensions of the device: 500x420x890
- Dimensions of the sump: 470x470x230
- Weight: 24 kg

MM-OD-06
Manual grease gun 130-140
- Cable cross-section: 1 /4”
- Cable length: 4 m
- Tank volume 13 kg
- Manual pump
- Dimensions: 370*350*780 mm
- Weight: 8 kg

Oil pump 5:1, 270 mm
-- Supply: compressed air
- Pump capacity: 5:1
- Inlet air pressure: 3-8 bar
- Consumption at 4 m cable:
   14-17  l/m
- Suction tube: 270 mm
- Connection: 1/2”
- Weight: 5 kg

Oil pump 5:1, 740 mm
- Supply: compressed air
- Pump capacity: 5:1
- Inlet air pressure: 3-8 bar
- Consumption at 4 m cable: 4-17 l/m
- Suction pipe: 740 mm
- Connection: 1/2”
- Weight: 7 kg

Oil pump 5:1, 940 mm
-- Supply: compressed air
- Pump capacity: 5:1
- Inlet air pressure: 3-8 bar
- Consumption at 4 m cable: 14-17 l/m
- Suction pipe: 940 mm
- Connection: 1/2”
- Weight: 12 kg

Mobile greasing kit
- 180-200 kg drum
- pump 50:1
- lance length 940 mm
- gun with Z adapter
- 2 m cable

Mobile greasing kit 
- 20-60 kg drum
- pump 50:1
- lance length 480 mm,
- gun with Z adapter
- 2 m cable

Oil filling gun
- without electronic
  measurement
- manual valve

Oil filling gun
- without electronic
   measurement
- automatic valve

Oil filling gun
- electronic measurement
- memory
- automatic valve

Oil filling gun
- electronic measurement
- memory
- pre-selection
- automatic valve

Handling trolley
- for 180-200 kg drums

Handling trolley
- for 20-60 kg drums
- pump fixing clamp
- adjustable handle height
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