Tyre service AO5)E  yacer
equipment

o

Tyre flttmg
machine
MM-TC1223

Wheel balancing
machine
MM-WB1024

& EED 6 O wid ﬂ%

Magneti Marelli Aftermarket Sp. z 0.0. Plac pod Lipami 5, 40-476 Katowice, Poland

MM-2017-EN

+48 326036142 e-mail: wyposazenie@magnetimarelli.com

www.mmwe.pl www.wyposazeniemm.pl



Tyre changing machine MM-TC1223

007935017235 | Tyre changing machine MM-TC1223

007935017240 | Tyre changing machine MM-TC1223 2V (2 bench speeds)

007935017245 | Tyre changing machine MM-TC1223 IT (inflater)
007935017250 | Tyre changing machine MM-TC1223 2VIT (2 bench speeds + inflater)

Optional accessories:

007935017255 |Plastic covers for short MM-TC1223 fitter clamps (4 pcs.)

007935017260 |Plastic covers for long MM-TC1223 fitter clamps (4 pcs.)

007935017265 | Bead breaker cover for MM-MM-TC1223 1 pc.

007935017270 | Assistance arm for MM-TC1223

Technical data

External locking rim size 12-23 "

Internal locking rim size 14-26 "

Max. wheel diameter 1143mm (45" )
MM-rc-rz:;::f Max. wheel width 406mm(16")
e - Operating pressure 8-10bar

£+ &3 Power supply 110V (1ph)/ 220V (1ph)/ 380V (3ph)
Optional motor power 0.75/0.55/1.1 kW
Max. torque (turntable) 1078 Nm

Overall dimensions 1130x900x1050mm
Noise level <75dB

Wheel balancing machine MM-WB1024

007935017275 | Wheel balancing machine MM-WB1024

007935017280 | Wheel balancing machine MM-WB1024 AW (automatic wheel width measurement)

Optional accessories:

007935017285 Large centering cone for MM-WB1024

007935017290 Motorcycle adapter for MM-WB1024

007935017295| Universal flange for MM-WB1024

Specifications Standard equipment

Max. wheel weight: 65kg - Cover shield

Motor power: 200W - Cones

Power supply: 220v/50Hz -Tongs

Balancing accuracy: +1g - Compass
SPECIFICATIONS Rotational speed: 200 RPM - Shaft

Cycle duration: 8s - Lock

Rim diameter: 10"-24"(256mm-610mm) - Calibration weight

Rim width: 1.5"-20"(40mm-510mm)
A 5 Noise level: <70db
optatie s Aty Net weight: 102Kg
Dimensions: 960mmx760mmx1160mm

Features

- LCD display, intuitive and flexible user interface.

- Different balancing programs: static, dynamic, 5 ALU programs,
optimisation.

- Automatic wheel properties measurement.

- Intelligent automatic calibration and self-diagnosis.
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